
FEATURES
• ILaS® Boards to implement an ILaS 

segmented Daisy-Chain network
• Differential, serial, bi-directional, Daisy-Chain 

Communication via cable
• The ADK offers flexible network design 

and options for extensions
• Allows an easy introduction to the ILaS 

technology for soft- and hardware developers
• Hooks up to ILaS® licensed MCU’s 
• Sleep mode and wake-up signaling
• Built-in diagnostic functions

Set Content:
ILaS_ADK_MX includes:

• 1x ILaS_ADK_XX (3 PCBAs)
• 1x ATSAMD21_XPRO_ILAS 
• 1x ISELED_Flex_Stripe

ILaS_ADK_XX consists of:

• 3x INLT220Q_ADK PCBAs each with:
• INLT220Q ILaS Transceiver using the 

integrated DC/DC buck controller with 
external power stage, designed for 9-16 V 
supply, 150 mA max. load

• 5 calibrated ISELED Smart RGB LEDs 
(Everlight EL3534-RGBISE0391L-AM)

• Jumpers (define first and last INLT220Q in 
chain)

• 2x interconnect cables (4CKT)
• Micro USB 2.0 cable
• 12 V power supply

ATSAMD21_XPRO_ILAS:

• Microchip SAMD21 MCU board 
• Requires Microchip Studio and the 

“ILaS_ATSAMD21” example project

ISELED_Flex_Stripe:

• Flex Stripe with 20 calibrated ISELED® Smart 
RGB LEDs (Everlight EL3534-RGBISE0391L-AM)

ILaS® Application Development Kit 



C O N N E C T I V I T Y   F O R   A U T O M O T I V E   L I G H T   A N D   V I S I O N

CONNECTIVITY FOR AUTOMOTIVE LIGHT & VISION

Software Support:

The “ILaS_Network Topology 
Generator” tool allows to easily define 
the participants of an ILaS network. 
By entering the amount of Branch 
Devices (INLT220Q) and Client Devices 
(ISELEDs), the tool will visualize the 
topology and most importantly the 
arrangement and addresses of the 
ILaS network. 

The tool is included in the 
Microchip SW package. 

BLOCK DIAGRAM

APPLICATIONS
• Dynamic Automotive Interior Lighting
• Ambient & Mood Lighting
• Functional Lighting

A
PPLICATIONS

• Foot room Lighting, Door / Roof & Dome 
Lighting

• Light and Sensor networks in vehicles
• Smart User Interface
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Part Number Content MOQ

ILaS_ADK_MX Full ADK-Set consisting of: ILaS_ADK_XX, ATSAMD21_XPRO_ILAS 
and ISELED_Flex_Stripe 1

ILaS_ADK_XX  3 INLT220Q Boards each with 5 calibrated ISELEDs 1

ISELED_Flex_Stripe  Flex Stripe with 20 calibrated ISELEDs 1

Integrated Smart Embedded LED

                                  ISELED® Light and Sensor Network

                                  ISELED® and ILaS® are registered trademarks of Inova Semiconductors GmbH

For a complete ADK-Set please order all three part numbers. 


